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Ro ta ry Spout Inserter Sys tem   
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Model: NERSI

NERSI Snap shot

•   Tubular 304 stainless steel 
welded frame

•   6061 aluminum

•   Clean, non-painted, non-marring 
surfaces

•   Soft start and stop features

•   Electric push button height con-
trol

     
•   Clear acrylic guarding doors

•   Stainless steel covered lower 
base frame

•    Jog switch with 10 foot cord

•   Adjustable discharge height 
36" +/- 2"

•   High floor clearance

•   Smoothed and polished welds

•   Direct entrance and discharge 
to cus tom er’s constant speed, 
continuous motion, non-stopping 
conveyor

•    Available in speeds from 40 
spouts per minute (spm) 

     to 300+ spm

•    In-feed and backlog photo-eye

•    Operations and main te nance 
manual (hard copy)

The NERSI Rotary Spout Inserter is a variation on 
the well-proven New England Machinery Rotary 
Chuck Capper (NERCC). On the Inserter System, 
instead of caps that must be sorted, placed and have 
correct torque applied, there are pour spouts that 
must be oriented +/- 3o and inserted only.  No rotary 
torque is required. The spout mandrel travels on a 
cam, which ensures that every spout is inserted fully 
“home” and properly oriented before it is released.

This Inserter is constructed so that the customer’s 
existing conveyor passes through the NEM 

Spout Inserter. The feedscrew accepts containers in single file from the customer’s constant 
speed, non-stopping and continuous motion conveyor. Con tain ers are fed from a backlog of 
bottles, through the feedscrew, then transferred to the infeed starwheel and into a rotary turret.

The pour spouts are initially delivered to a bulk supply hopper from which they are trans port ed, by 
elevator, to the spout sorter bowl. The spouts exit the bowl in a straight line to the final orienter. From 
there they travel down a feed chute to the spout starwheel. 
At the pickup point, the spouts are transferred to the spindle 
mandrel heads.  The heads rotate the spouts until they are 
properly oriented, then lowers them for insertion into the 
containers.  To ensure a proper supply of pour spouts, an 
electric eye controls the automatic feed to the sorter. The 
high level / low level electric eyes on the chute control the 
feed.  The con tain er, with spout in place, is transferred into 
the discharge starwheel for release back onto the cus tom -
er’s conveyor for transport to the capper, filler or labeler.
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