
New England Machinery has 
designed the SO-3 Off-Center Neck 
Container Linear Orienter to ac com -
mo date packagers with the need to 
orient containers with offset necks 
or handles during the packaging 
process.  Wheth er orienting after 
bulk feeding, cap ping, or leaving the 
ac cu mu la tion table, the SO-3 offers a 
simple so lu tion to ori en ta tion needs.

Asymmetrical Orientation - The SO-3 
Off-Center Neck Con tain er Linear 
Orienter is de signed to ac cept and 
con vey rect an gu lar and round bot tles 
with off set necks and han dles and 
orient them with out the use of com pli -
cat ed scan ners or clutch es.  The SO-3 
dis tin guish es the bot tle’s in com ing 
ori en ta tion based on con tain er sym-
 me try, the offset neck or handle  (de pend ing upon your ap pli ca tion), and ori ents the 
bot tles ac cord ing ly.  The bot tles will face the same way to suit your down stream pack ag ing 
op er a tion.

Compact Design - The SO-3 is a self-con tained, freestanding unit. It is er go nom i cal ly 
designed with low pro file design. Operators have easy access for changeovers.

Easy Installation - Easily installed, the SO-3 slides up to the existing con vey or.  The sim ple  
(hand crank or electric) height ad just ment al lows it to be raised when not in use and low ered 
for the next changeover.

Low Maintenance Requirements - With only two infeed timing and two additional con tin u ous 
motion trans fer belts, the SO-3 is de signed for min i mal main te nance, no change parts and maxi-
mum con tain er range.  A changeover can be com plet ed in less than 10 min utes by an operator.

Gentle Container Handling - The orienter provides smooth continuous motion, ad vanced 
custom design incorporating non-marring transfer belts. It is ca pa ble of up to 450 con tain ers 
per minute, de pend ing on bot tle size.

Dual motor drive system minimizes number of drive components, eliminates particulate 
causing gear belts, and allows easy changeover.
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SO-3 Snapshot:

•    Orients straight-walled and 
tapered containers with offset 
necks or handles

 
•    Easy install - slides up to your 

existing product conveyor

•    Anodized aluminum and stainless 
steel construction

•    Clear acrylic safety covers

•    VFD motor speed controls

•    Smooth, non-reciprocating mo-
tion

•    Quick and easy changeovers

•    Nylon faced product contact belts 
ensure non-scuff handling

•    Runs offset neck containers

•    No sensors

•    No change parts

Model:  SO-3
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