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Low Profile Unscrambler   
LP-36 Snapshot:

Model:  LP-36

•     Tubular 304 stainless steel 
welded frame  

•      Powder coated alu mi num face-
 plate 

•      Clean, non-painted, non-mar-
ring surfaces 

•      Smoothed and polished welds 

•      Clear acrylic hinged guarding 
doors 

•      Safety interlocks on all guard 
doors 

•      Non-scuffing nylon faced pad-
ded transfer belts 

•      Easy changeover modular 
change parts 

•      Soft start and stop features 

•      Jog switch w/ 10 foot cord 

•      Adjustable discharge 
       height 36" ± 2" 

•      High floor clearance 

•      Operations and maintenance 
manual

•      Clear acrylic 36" bowl cover

•      UL listed components
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Versatility - This low profile design is ideal for phar ma ceu ti cal, nutriceutical, personal care 
prod ucts and hospitality style amenities.  De signed to handle containers up to 3" in diameter 
and 6" high, this system is ideally suited for unscrambling small, delicate straight-walled, 

round, oval and square con tain ers.  This af ford able sys-round, oval and square con tain ers.  This af ford able sys-
tem requires minimal floor space.tem requires minimal floor space.

Gentle Handling - The use of padded belt transfer sys-
tems augments the gentle handling char ac ter is tics of the tems augments the gentle handling char ac ter is tics of the 
LP-36 to eliminate op por tu ni ties for container scuffing or LP-36 to eliminate op por tu ni ties for container scuffing or 
other damage.  Even delicate, pre-decorated containers other damage.  Even delicate, pre-decorated containers 
are fully protected through out the workflow.are fully protected through out the workflow.

Dependability -Dependability - The LP-36’s new dual motor drive sys-
tem minimizes the number of drive components, elimi-tem minimizes the number of drive components, elimi-
nates particulate-causing gear belts, and allows easier nates particulate-causing gear belts, and allows easier 
changeover.changeover.

Speed - The unique design of the LP-36 allows it to achieve the highest speeds available in 
the industry.  Depending on container size and con fig u ra tion, it can reach speeds up to 450 
con tain ers per minute.

Ease of Use - The LP-36 is ergonomically de signed.  The low profile design is easy to load 
without lifting or climbing.  All functions – con tain er bulk supply, sorter bowl, and ori ent ing 
workflow – are positioned at eye level, making the entire machine accessible for container 
loading, changeover, or maintenance.  A single line op er a tor can perform changeovers in 
fifteen minutes or less from the floor.




